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F-8PCS

G-12PCS

(20mm)

E-4PCS

(58mm)

C-12PCS

Screw covers

D-16PCS

Wooden dowels

A-12PCS

B-12PCS

+ -

Cams

O-1 PC

Allen key tool

www.OfficeBoffins.co.uk

B1-4CP200
Boffin Wooden Office Cupboard - 4 Shelf

Additional tools required:
1 x Philips cross-head screwdriver.
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J-1PC

M-1PC

(15mm)

L-4PCS

(22mm)

K-2PCS

Door handles

H-8PCS

N-4PCS

Screw caps

I-48PCS
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Only tighten the screws by hand with provided allen key.
Before use please check if fixings are tightened fully.
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Hole for latch part J
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“With PVC edge”
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Fixe
d sh

elfFixe
d sh

elf

 Tighten to lock into position.

Please note the shelf position 
with the pre-drilled hole at the 
front of the cupboard on the 
underside.  

“With PVC edge”

“Without PVC  edge”
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Tighten to lock into position. Tighten to lock into position.
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Only tighten the screws by hand with provided allen key.
Before use please check if fixings are tightened fully.
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Tip the bookcase onto its side. When sliding in the

recess of the top before proceeding to step 8. 
back, ensure it clears the shelf and fits flush into the

If you experience difficulty when sliding in the back

slide in the back. When the back panel is firmly in
position, please re-tighten the cam.

panel, please loosen the fixed- shelf cam (B) and then

Now fit the base correctly into place and again ensure

putting in screw E*4.
the back slides into the recess in the base before

Now turn the bookcase upright on its base and insert
the adjustable shelves.
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E*4
O

G*4 N*4

Push the screw caps (N)
 on to screw firmly (G).

Note: Please fit screw covers (C) on to visible/exposed 
cams (B) to complete assembly.
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Only tighten the screws by hand with provided allen key.
Before use please check if fixings are tightened fully.

How to adjust the doors.
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Separate the lock parts as below.
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I*8
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Lock Direction

I*8

I*32

K

L*2

L*2

Hinge adjustment holes

base

Hinge fitting

1.Loosen screw (B) to move the base to
   line up the guiding hole.
2.Fit 2×screw (I) into “Hinge adjustment
   holes” after adjusting the doors then
          insert 2×screw (I) into 
                   each hinge.
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G*4

The direction of lock
tab should face out


